SNO-WAY URETHANE WEARSTRIP (P/N 99101442)
INSTALLATION INSTRUCTIONS
FOR UTV SERIES V-PLOW

A

1. THINK SAFETY, ALWAYS WEAR SAFETY GLASSES WHEN PERFORMING THE
OPERATIONS PRESCRIBED IN THESE INSTRUCTIONS

2. READ ALL INSTRUCTIONS CAREFULLY BEFORE ATTEMPTING INSTALLATION

A

Wearstrip Installation

NOTE: See owners manual for appropriate warnings and
safety instructions.

1. Raise the plow to full up position.

2. Place a jack stand under the bottom rail of both
wings.

3. Lower the plow until firmly resting on jack stands.

4. With an assistant, remove hardware and wearstrips
from plow.

5. Place the Center Rubber Wearstrip (#1) over the gap
between the wings. Align 3 of the holes with the locating
pin and holes on the drivers’ side wing and the other 3
holes with the locating pin and holes on the passengers'
side wing. (See Figure 1.)
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6. Place a Urethane Wearstrip (#2) on the drivers' side
wing. The wide portion goes towards the center.
(See Figure 2.)

URETHANE
WEARSTRIP (#2)

3/8"-16 X 2"

CAP SCREW  3/8" PLAIN 3/8"-16

(#3) WASHER (#4) LOCKNUT (#5)
Figure 2

7. Place (5) 3/8" Plain Washers (#4) over wearstrip
holes and insert (5) 3/8"-16 x 2" Cap Screws (#3). Secure
with (5) 3/8"-16 Locknuts (#5). (See Figure 2.)

8. Repeat steps 6 & 7 for the passengers' side.
9. Tighten Hardware.
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PARTS LIST

ITEM PART NO. DESCRIPTION QTy.

1 Rubber Wearstrip .......c.eeeei o 1
2 Urethane Wearstrip ........oceeieeieieieccee s e e 2
3 98009058 HHCS, 3/8"-16 X 2" ... ettt s 10
4 98100483 PV, /8" .ot e e e e e 10
5 98009009 I 7L R L SRR 10
6 96117807 Kit, Hardware (Not Shown) (Includes items 3-5)..........cccccvvveeeeeennnnn. 1
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