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INTRODUCTION

This manual was written for the installation of your
solenoid harness upgrade kit to match with your
replacement plow receiver. When ProControl™ |l plow
receiver is no longer available, the plow pump will require
an upgraded solenoid harness to use the available
ProControl™ 2 Plus Control. Refer to the Table of
Contents for an outline of this manual.

Please keep this manual with your machine at all times as
reference material and so it can be passed on to the next
owner if the machine is sold.

We require that you read and understand the contents of
this manual COMPLETELY, especially the chapter on
SAFETY, before attempting any procedure contained in
this manual.

The Society of Automotive Engineers has adopted
this SAFETY ALERT SYMBOL to pinpoint character-
istics that, if NOT carefully followed, can create a
safety hazard. When you see this symbol in this man-
ual or on the machine itself, BE ALERT!, your per-
sonal safety and the safety of others, is involved.

¢ Defined in the next column, are the SAFETY ALERT
messages and how they will appear in this manual.

INDICATES A HAZARDOUS SITUATION WHICH,
IF NOT AVOIDED, COULD RESULT IN DEATH
OR SERIOUS INJURY.

CAUTION

A

INDICATES A HAZARDOUS SITUATION WHICH,
IF NOT AVOIDED, COULD RESULT IN MINOR
OR MODERATE INJURY.

NOTICE

IS USED TO ADDRESS PRACTICES NOT
RELATED TO PHYSICAL INJURY. FAILURE TO
FOLLOW COULD LEAD TO PROPERTY
DAMAGE.

NOTE: Additional information concerning the equipment
or the procedure that may or may not be contained else-
where in this manual.

We reserve the right to make changes or improve the
design or construction of any part(s) without incurring the
obligation to install such parts or make any changes on
any unit previously delivered.

Graphics and illustrations may be used which may show
equipment and/or options not included in every
installation without incurring the obligation to install such
parts or make changes on units previously delivered.

Sno-Way Service Parts Manuals are available on-line or
at your authorized Sno-Way dealer. Factory contact
information is available at www.snoway.com.



SAFETY

BEFORE ATTEMPTING ANY PROCEDURE IN THIS
BOOK, READ AND UNDERSTAND ALL THE SAFETY
INFORMATION CONTAINED IN THIS SECTION. IN
ADDITION, ENSURE ALL INDIVIDUALS WORKING
WITH YOU ARE ALSO FAMILIAR WITH THESE
SAFETY PRECAUTIONS.

For your safety Warning and Information Decals have
been placed on this product to remind the operator
to take safety precautions. It is important that these
decals are in place and are legible before operation
begins. New decals can be obtained from Sno-Way or
your local dealer.

REMEMBER The careful operator is the best
operator. Most accidents are caused by human error.
Certain precautions must be observed to prevent the
possibility of injury to operator or bystanders and/or
damage to equipment.

NEVER operate plow when under the influence of
alcohol, drugs or other medications that could hamper
your judgement and reactions. An accident may result in
serious injury or death to other persons or yourself.

ALWAYS operate vehicle in a well-ventilated area. The
carbon monoxide in exhaust gas is highly toxic and can
cause serious injury or death.

NEVER allow hands, hair or clothing to get near any
moving parts such as fan blades, belts and pulleys.
Never wear neckties or loose clothing when working on
the vehicle.

NEVER wear wrist watches, rings or other jewelry when
working on the vehicle or individual equipment. These
things can catch on moving parts or cause an electrical
short circuit that could result in personal injury.

ALWAYS wear safety goggles when working on the
vehicle to protect your eyes from battery acid, gasoline,
and dust or dirt from flying off of moving engine parts.

ALWAYS be aware of and avoid contact with hot
surfaces such as engine, radiator, and hoses.

ALWAYS wear safety glasses with side shields when
striking metal against metal! In addition, it is
recommended that a softer (non-chipable) metal material
be used to cushion the blow. Failure to heed could result
in injury to the eye(s) or other parts of the body.

NEVER allow children or unauthorized person to
operate this unit.

ALWAYS lock the vehicle when unattended to prevent
unauthorized operation of the plow.

ALWAYS check the job site for terrain hazards,
obstructions and people.

ALWAYS shut off the vehicle engine, place the
transmission in Neutral or Park, turn the ignition switch to
the “OFF” position, firmly apply the parking brake of the
vehicle and turn "OFF" the plow controller before
attaching or detaching the blade from the vehicle or when
making adjustments to the blade.

ALWAYS inspect lift system bolts and pins whenever
attaching or detaching the plow, and before traveling.
Worn or damaged components could result in the plow
dropping to the pavement while driving, causing an
accident.

ALWAYS keep hands and feet clear of blade and A-
Frame when attaching or detaching plow.

NEVER place fingers in A-frame or mount lug holes to
check alignment when attaching snow plow. Sudden
motion of the plow could severely injure a finger.

NEVER stand between the vehicle and blade or directly
in front of blade when it is being raised, lowered or
angled. Clearance between vehicle and blade decreases
as blade is operated and injury or death can result from
blade striking a body or dropping on hands or feet.

NEVER work on the vehicle without having a fully
serviced fire extinguisher available. A 5 Ib or larger CO?
or dry chemical unit specified for gasoline, chemical or
electrical fires, is recommended.

NEVER smoke while working on the vehicle. Gasoline
and battery acid vapors are extremely flammable and
explosive.

REMEMBER it is the owner’s responsibility for
communicating information on the safe use and
proper maintenance of this machine.



Solenoid Harness Upgrade Kit

Installation

Parts Required for Install (Each item sold separately)

INSTALLATION INSTRUCTIONS

8. Grab your replacement receiver or open your
ProControl™ 2 Plus package and pull out the receiver
(See Figure 1-2).

For Wireless Receivers

For Wired Receivers

« Solenoid Harness
Upgrade Kit

* Replacement Plow
Receiver or Controller
Package

« Solenoid Harness
Upgrade Kit

* Replacement Plow
Receiver or Controller
Package

* 10 to 4 Pin Adapter

1. Disconnect the power harness.

2. If the plow is not attached to the truck, place a jack
under the rear of the A-frame.

3. Remove the pump cover.

4. Remove the Receiver and discard the % inch
hardware holding it in place.

5. Replace the pump harness. Be sure to assemble the
harness according to the old schematic decal.
Understand the orientation of the motor and tank to the
coils on the plow may vary from the new schematic
decal, but the same color wires connect to the same
coils.

6. Replace the schematic on the inside of the pump
cover.

7. If installing on a UTV plow, the hose shown in Figure
1-1 will need to be rotated down 45 degrees.
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Figure 1-2

9. Tie up the 6 pin connector harnesses tightly to the
plow receiver, because these will not be used when the
truck is using the EIS® system to function the plow lights
(See Figure 1-3).




10. Slide the receiver module into the receiver mounting
channel with the exposed wires of the receiver box
positioned toward the hydraulic power unit
(See Figure 1-4).
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Figure 1-4

11. You will notice that the receiver is larger than the old
one and will fit only one way. To keep it in place, thread
the 5/16" x 1/2" Hex Washer Head screw into the hole
where the discarded 1/4" hardware was removed
(See Figure 1-4). Tighten it just enough so it binds
against the receiver and keeps it from sliding out.

12. Connect the 14 pin connector on the receiver module
to the recently installed solenoid harness. For non-
straight blade plows, also connect the 4 pin connector on
the receiver to the connector recently installed solenoid
harness.

13. NOTE: Skip this step if installing a wired control.
Attach the 10 pin dust cap from the upgrade kit to the 10
pin connector harness, then tightly wind it up and secure
it to plow receiver (See Figure 1-5). This harness will not
be used when the truck is using the EIS® system to
function the plow lights. Installation of the plow receiver is
complete. See the control owner's manual for pairing
instructions.
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Figure 1-5

14. Run the 10 pin connector harness on the receiver
unit over to the main power harness. Cable tie where
necessary to the main power harness. Ensure the control
wire harness is routed in the power harness clamp and
continue running with the main power harness. Leave
enough room to connect harness to the vehicle harness.
Ensure the cable is clear of pinch points and latching
mechanism. Any excess cabling should be kept and tied
under the pump cover (See Figure 1-6).
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HARNESS

Figure 1-6

15. Discard the 10 pin dust cap and secure the 4 to 10
pin adapter to the 10 pin connector harness. This adapter
will be used to attach the control to the vehicle harness.



NOTES
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